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ABOUT US

We take pleasure in introducing ourselves as Khubrat Altameer Co.. one of the
leading distributors of building materials in Saudi Arabia with supply chain
operation covering GCC.

As a building material specialist, Khubrat Altameer Co.. maintains a broad base
of activities advising clients on building materials matters. Our range of services
includes supply, recormmendation, design, planning and execution of projects.

Khubrat Altameer Co.. is a distributor of wide range of building materials. We are
well prepared to meet any requirements. We are ready to offer under one roof, a
broad range of services when dealing with any requCo.s.

Together we will find a solution of any issue and we are equipped to offer you an
optimal experience thanks to our expertise and responsibility.

More than just a building materials supplier, Khubrat Altameer Co.. strives to
build partnerships with each client for a long-term relationship and works hard
to achieve customized and tailored solutions to any client’s project.

This is made possible by Khubrat Altameer Co. dedicated and educated team.
The majority of our business is within residential buildings, private homes,
hotels, hospitals, shopping malls and public buildings.




In this field, we have successfully worked with high profile local companies and
individuals to deliver innovative and exciting interior solutions with our building
products.

Khubrat Altameer Co. can effectively interconnect with architects, sub-dealers,
investors, real estate developers, designers, consultants, contractors, distributors
over the world to achieve success, whether it is simply to deliver some guidance
to a retail outlet or to complete a turnkey project for a luxurious hotel tower.

Khubrat Altameer Co. is the one-stop building materials specialist and the
single source for counsel and design.

KT.T Co..is a major distributor for USC Middle East. For several years we have
successfully partnered with USGME by specifying ceiling and finishing solutions
at major projects. Our expertise in USG products was critical in helping
consultants, contractors and builders to select the best solutions for their
projects’ needs.

USGMEZ



USG Middle East's ever-growing portfolio of innovative products and end-to-end solutions is backed by
unparalleled quality service. Present for more than 35 years across the MENA Region, with manufacturing
facilities located in DAMMAM Saudi Arabia, USG offers the following product categories:

Ceilings

Great ceiling systems design is a lot more than

a great aesthetic. USG Middle East offers an
extensive range of acoustical ceiling types, Grid and
suspension systems, integrated ceiling systems,
and specialty ceiling systems, and all USG Middle
East ceiling products are built to provide design
freedom, easy installation, and outstanding
performance.

We at KTT will help you choose the best acoustical
ceiling systems for your project that can make

all the difference as Ceilings are the most visible
element of any building. We supply various
patterns and designs such as Olympia, Cross
fissured, Radar, Sonata, Taiga and much more...
with unparalleled variety of choices, no matter
what your ceiling needs, we have you covered. Take
your design, performance, and sustainability to a
new level with the highest quality ceilings.




Plasterboards

USGCME drywall partition are the results of over 100
years of scientific studies and success. USGCME wall
designs create a fire, soundproof, and moisture-
resistant barrier between interior walls, ceilings
and floors.

USCME Gypsum Boards are lighter and more easily
handled by workers to limit the wastage and reach
the required function of the wall/ceiling.

We at Khubrat Al Tameer know that time is your
biggest constraint, which is why we have worked
hard to provide you with wallboards the fastest and
easiest way to make your interior walls.

Substrates

USGME technical wallboards are more versatile than
traditional wallboard solutions, making them ideal for
unique building designs. They're lightweight and can be
depending on the application. This reduces installation
costs while speeding up construction, allowing you to
complete your project with ease. The affordability and
efficiency of our system compared to traditional wet wall
solutions, makes it ideal for exterior envelopes, heavy-
traffic areas and wet area construction.

USG ME substrate can applied to various finishes,
including paint, tile, stone, and textured. Check out our
Securock®, Fiberock® and Durock® wallboards.




Metal framing

USGME metal framing components, as well as
our profiles and accessories, offer a wide range of
framing options to suit your unique installation
needs. With a wide range of capabilities, we help
you build the most efficient and effective drywall
partitions, shaftwalls and gypsum ceiling systems.

Complete your construction project faster and
easier than ever before, with USG ME drywall
framing components and profiles. These state-
of-the-art metal framing products allow you

to engineer your drywall framing or ceiling
suspension framing to meet industry standards,
while maintaining the highest quality possible.

Interior finishes

USG ME finishes are the industry’s broadest
selection of finishing solutions, USG ME high-
quality drywall compounds, joint tapes, beads,
and trims provide superior performance on every
job, every time. Whether you're taping, applying a
finish coat, or patching a crack, there isa USG ME
finishing product to meet your needs. Builders,
project managers, and architects can count on
Khubrat Al Tameer Trading broadest selection of
finishing solutions to deliver
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ALUMINIUM
& METAL CEILING TILES

Choosing the best Durable Ceiling for your project can make all the difference
as Ceilings are the most visible element for any building. With an unparalleled
variety of choices, no matter what your ceiling needs, we have you covered.
Take your design, performance and sustainability to a new level with the
highest quality ceilings. From light reflectance to sound reduction, durability to
aesthetics, you'll find the perfect panel or tile for your ceiling projects.

Kronos Ceilings® by Khubrat Al Tameer Co. Acoustic Metal Ceiling Solutions are
being produced with the highest standards as full systems for Acoustic Metal

or Aluminium Ceiling Tiles, Ceiling Suspension System brand Kronos Ceiling®
Crid and hanging accessories. Acoustical Metal or Aluminium Ceiling Designs
vary from Perforated to Non-Perforated Metal Tiles according to the architect’s
specification and contractors demand.

Our Metal Ceiling Solutions has unique reaction for Sound Absorption and
Sound Reflection.

KRONOS

CEILINGS



Benefits

Wide range of standard square and rectangular
panels in plain and perforated patterns

| Durable and washable polyester powder finish
| Easy access for service maintenance

| Robust and easy to clean

Physical Properties

Lay-in panels, Revealed SL & FL edges
Suspension System Kronos Ceilings ® T15 & T24
Material Aluminium Series 3000

Fire Rated Design Class A

Sustainability

more than 50% Recycled Content (HRC)

Sizes

300 x 300 mm; 600 x 600 mm;
600 x 1200 mm , others...

| High sound absorption and sound attenuation
| Extensive range of perimeter options

Designed to achieve high fire resistance ratings
under the most demanding conditions.

| Environmentally friendly and recyclable

Seismic Performance Category C,DE & F
Moisture, Sag and fungus Resistant
Texture(s): Smooth, Plain & Perforated

Colours: White RAL 9016 or others as requested

Applications

| Computer and utility rooms
| Entertainment
| GCaming

Frequently accessed interior ceiling
plenums




T24 LAY IN PANEL DETAIL T15 LAY IN PANEL DETAIL
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Panels may be supplied either plain or in a range of perforation patterns with a plain
border with different thicknesses up to 1 mm and holes.

Our metal ceiling panels are all antibacterial tiles
which are press formed from aluminium alloy
series 3000 or mild steel and factory finished with
an electrostatically applied polyester powder coat
(70-90 microns).

mjﬂ

The paint's grade varies widely from commercial
to super durable to comply with most of the
projects requirements. Panel thickness range
from 0.6 to 1.4mm, other thickness is available
upon request. Suspension components are made
from galvanized steel or and pre-painted steel/
aluminium.




ALUMINIUM

& METAL CEILING CLIP-IN

Physical Properties

Clip-in panels are all in beveled edges
Concealed suspension system

Material Aluminium Series 3000

Fire Rated Design Class A

Sustainability

Greater than 50% Recycled Content (HRC)

Sizes

300 x 300 mm:; 600 x 600 mm:; 600 x 1200 mm;
300 x 1500 mm & 300 x 1200 mm

Moisture, Sag and Mold Resistant
Texture(s): Smooth, Plain & Perforated

Colors: White RAL 9016

Applications

| Computer and utility rooms
| Entertainment
| Transportation terminals

| Exterior Soffits




Patterns and Edge detail

Pattern A (Open area:19.5%)
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Pattern B (Open area:10%)

Offset round
perforation OD 1.8mm

Offset round
perforation OD 1.8mm

Customized patterns are available upon request.

L J T20—2Smm

Perforation of round hole OD 2.3mm is available on the sizes 300x300mm, 300x1200mm and 300x1500mm

Sound Absorption Sound Attenuation

INFILL NRC
Plain N/A N/A 35- 40
Standard Accoustical Fleece 0.45-0.60 - <20
Lay-in Premium Accoustical Fleece 0.65 Class C <20
panels
Premium Accoustical Fleece + Roockwool 0.90 Class A 20-25
Mineral Fiber Board 0.40 - 0.50 - 30 - 35
Plain N/A N/A 35-40
Standard Accoustical Fleece 0.45-0.60 - <20
Clip-in
panels Premium Accoustical Fleece 0.70 Class C <20
Premium Accoustical Fleece + Roockwool 0.90 Class A 20-25
Mineral Fiber Board 0.40 - 050 - 30-35




Features and Benefits

Wide range of standard square and rectangular
Durable and washable polyester powder finish

Strong modular with grip tight unique
clipping system

Robust and easy to clean

High sound absorption and sound attenuation
Extensive range of perimeter options

Designed to achieve high fire resistance ratings
under the most demanding conditions.

Environmentally friendly and recyclable

Kronos Clip-in Metal Ceiling meets the requirements in accordance with ASTM C635, ASTM
C636, ASTM C423 and ASTM E84.

Material Classification Galvanized Steel: Type V Aluminium: Type VII

Stainless Steel: Type VI

Pattern: A, C, G Panel Size 300 x 300mm, 300 x 1200mm, 300 x 1500mm, 600 x 600mm,
600 x 1200mm, 1200 x 1200mm Panel Thickness 0.6 to 1.4mm Panel Height 10mm, 20mm

Edge Detail Trim Concealed [Beveled]

Light Reflectance Coefficient [LR] Based on the finish color, Up to 0.82

Colour Standard colours are RAL 9016, RAL9006 and RAL9010. Other RAL colors are
available upon request. Wooden patterns are available upon request

Surface Burning Characteristics per ASTM E 84 Class A

Infill Options Plain Acoustical Fleece Acoustical Fleece and Glass Wool Acoustical Fleece

and Mineral Fiber

Washability / Scrubbability as per ASTM D4828 & D2486 Exceeds 1000 Wash/Scrub Cycles

without surface break or the extent of abrasion

Relevant LEED® Credit EA Credit 1| MR Credit 4| MR Credit 5| MR Credit 6 | IEQ Credit 3 |
IEQ Credit 3.2 | IEQ Credit 4.6 | IEQ Credit 81| IEQ Credit 9



ACCESSORIES
& GRID SYSTEM

Compatible with all our Acoustical Ceiling Tiles,
Kronos Ceilings ® Brand acoustical suspension
system is being produced with the highest
standards as full systems with hanging accessories
to ensure both structural and aesthetic integrity in
all ceiling designs.

Main Runner DX3600LD

Our Kronos Ceilings ® Brand acoustical suspension
systems are designed and manufactured
according to the architect's specification and
contractor's demand.

Kronos Ceilings® Brand acoustical suspension
systems are certified to meet the most stringent
national standards and to comply with all relevant
building codes and norms.

Kronos T-Grid (24 mm and 15 mm )

comes also in different colors

System Specification

Kronos ceiling suspension system T-Grid The exposed flange of the grid section shall be 24
Ceiling System. mm wide depending on the type of ceiling tile

to be used. It is made by the process of hot dip
The body of the grid section shall be made galvanized steel capping.

of hot dip galvanized steel with a zinc coating.
The white finish applied shall be factory-coated
with a polyester coating thickness of 25 microns.



Kronos Main Runner
Specification: KRMT3600

Main runner shall be 38 high and of double

web design with rectangular bulb. Main runner
length can be either 3600 mm. Main runner
shall be equipped with an effective self-locking
(plug in) device which can be joined firmly to for a
continuous straight line.

Kronos Wall Angle
Specification: KRWA3600

Hanger holes shall be round and punched on

the web of the main runner. Cross-T slots shall be
accurately punched on the web. The main runners
shall be suspended at every 1200 mm (centre to
centre).

Kronos Cross-T Specification:
KRCT1200 AND KRCT600

Wall angle shall be made in L shaped of 24mm x
24mm/20mm x 15mm and with a factory-coated
exposed surface

Hanger Wires

The Wire is made by Galvanized iron.
Wire diameter is 1.5/2.0 mm or it can be a rod of
4.0 mm diameter

Available in Metric and Imperial Size

Clip-in Components

Cross-T shall be 24mm high and of double web
design with reinforcing bulb

Cross-T length can either 1200 mm or 600 mm
depending on the ceiling tile to be used

The Cross-T shall be flat and in plane with the
flange of the main runners after insertion

DESCRIPRION & MATERIAL APPLICATION

Suspension Hanger Rod

Suspension Channel

Spring Tee Bar (Triangle Bar)

Wire Connecting Clips

Primary Channel Brackets

Butterfly Clip

Wall Angel

Suspends primary channel from soffit

Provides primary cupport and lateral restriant
Provides suport for clip-in tile flanges,

suspend below suspension channel

For coupling

To suspend the primary channels using hangers

0.48 thick
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Provide easy plenum height adjustment




KRONOS GRID
SYSTEM ADVANTAGES

Exposed 24mm and 15mm system | international Standard | Safe, fast and simple to install & easily
accessible | Maximum economy and design simplicity | Cross-tees with override-ends resist twisting
and give Professionally finished look with no exposed steel edges | clip design: demountable without
tools | Compatible with square edge and beveled edge ceiling tiles | Audible Click means you know

when tees are connected | Exceed load compliance specifications as per ASTM C 635 | Availablein

metric and imperial sizes.

Metal Profiles
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A trusted name in False Ceiling & Partition materials such as Gypsum boards & Tiles, GRG Tiles, Calcium
Silicate Tiles and boards, Magnesium Silicate board & Tiles, USG Mineral Fiber Tiles, Aluminum Tiles & G|
Profiles — Stud/Track/Angle and other required accessories. With a vision of right service at the right time,
the group gained swift customer support and now delivers a broad brand of materials such as: Gypsum

Wall Boards.



RAISED
FLOOR SYSTEM

Raised Floor with trunking system made of cement
alternative tiles facilitating very efficient cable mana
commercial towers etc. Low profile and high-profile

Low profile system

tiles with cable tanks surrounded each tile or
gement solution for offices, banks computer labs,
systems are available in built-in truncking System.

High profile system

In low profile trunking system, the height of the
total system can be achieved in a range of 35 mm
to 80 mm. This is an ideal solution where the roof
height is low or the allotted floor provision less than
100 mm. Each tile is surrounded by cable tanks
and the cable termination is possible through

the specially designed floor boxes. The rod type
pedestals glued to the floor and the cable tanks
covers fix in the slots, installation makes very easy
for this system. The tiles can be available either

in 600x600Mm size or in 500x500Mm size and

are ready to accept any top finish like carpet or
parquet. Floor box installation is very easy in this
system as it can be installed by removing any of the
top cover of cable tank.

Cementitious Panel
(Top & Battom View)

Pedestal
<N
-
- =
- Sitriry
10mm Panel Edge 1
above the Stringer ?n—inger Height
= - 30mm
Fodng Screw™
{bo fix Stringer Vertical Adjustment
and Pedestal) 30mm
Pedestal Tube Height
(a5 per the requirement)
Structure

Here ever the height needs to be above 100mm,
high profile trunking system suggested. In this
system, 500x500mm cement tiles fixed on corner
lock pedestals with cable tanks surrounded. The
design of cable tanks can be either next to each
tile or after alternative tiles. The top cover of cable
tanks fixed with screws. The maximum height of
this system can be 200 mm.

Pedestal Head

Vertical Adjustment ——db

{30mm or S0mm)

Adjustable Lock Nut.

Pedestal Tube
{25mm Drametar)

Pedestal Base
(85x35mm)

PVC Edge

Galvanized Steel Pedestal

il

Pedestals (Height 80mm-1000mm)

Fixing Screw

— Pedestal Head

Earthing Point
Under Structure

White zinc Color zinc

Stringers




SUPPLIED PROJECTS

Saudi Arabian Monetary Authority

Material ——— USGC Ensemble system
Quantity —————— 5000 m2

Client —— SAMA

Description —— USG ME Ensemble™ acoustical

Plasterboard ceiling offers the seamless
look of plasterboard with true
acoustical performance up-to 0.9 NRC.

Installation is similar to standard plasterboard and plasterboard
suspension systems, highly engineered gypsum panels that perform
like acoustical ceiling panels, perforation pattern is 12mm round holes
with 20% open area.




Al Shola Mall Riyadh

Material —— Kronos Metal Ceiling Lay in with
Donn Dx grid.

Quantity —————— 5000 m2

Client — Saleh Al Habib contracting

Description @~  Kronos Lay-in Metal Ceiling is a high

quality aluminum alloy and metal ceiling
system that increase the aesthetic and
functional value of any building interiors
within a modest ceiling budget.

Our superior quality Lay-in metal ceiling products are available in
different perforation patterns and paint options to meet the different
requirements of architect specification design.




King Abdul Aziz Jeddah Airport

Hajj Terminal
Horizental and Vertical baffle ceiling

Material — Baffleceiling

Manufactured by USsG

Quantity ———— 8,000 M2 of vertical and horizontal
baffle ceiling

Client ——  KAAHajj Terminal Airport with GACA.

Description —— USGC Paraline metal baffles offer

easy access to enclosed plenum

and improve acoustic performance,
available in wide range of sizes,
dimensions, patterns and finishes that
fit any interior design concept.




KAP1 South border compound

Material ——— OpenCells

Manufactured by UsG

Quantity —————— 15000 M2

Client — Al Seif contracting & ABV Rock
Description —————— Quadra cell by USG are available in

colours with any RAL number.

Specific advantages

The continuity of surfaces without the load bearing structure or joints.

The installation of the panels by inset allows the inspection of any
area in the ceiling cavity.

Due to the system flexibility the play of light created by locating

a diffused lighting system in the ceiling cavity or by spotlights
positioned within the cells, the open cell ceilings feature multiple
architectural opportunities.
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World Defense Show AL Malham

Material

Manufactured by
Quantity
Client

Description

Louna High CAC, Cement board,
Cypsum Board, Metal Ceiling

USG
2000 M2
Group C1- Najm

Halcyon ™ Canopy is a Fiberglass
substrate with exceptional Sound
Absorption and High Light Reflectance
that has washable & scrubbable finish,
sag and mold, and mildew resistance,
ideal for providing both visual accents
and acoustical control.

It consists of stainless steel String dropping from the soffit and a Spiral
Anchor (Spring) that is fixed on the tiles through helicoidal rotation.




World Defense Show
AL Malham

In addition to a wide selection of projects
Vocational Schools

Wadi al Dawaser airbase with
China railways

Ministry of enviroment
headquarters

Embassy of Korea

Embassy of New Zealand
Dahran Military Hospital
Riyadh boulevard

Via Riyadh

Yacht club Formula 1

King Saud University
Qassim University
Diplomatic quarter complex
Ministry of education Schools
Dunkin Donuts factory
Chuck E. Cheese restaurant
MADA offices

Najm Offices Riyadh

King abdullah financial district
/various offices

and much more...




Our building materials products
are also regionally exported to
Lebanon, Jordan and Kuwait.



We distribute products from selected manufacturers
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United Mining Industries CEILINGS
Address Al Malaz Jareer St. facing Email Adress Info@khubrat-ksa.com
Maha optical Website —— www.Khubrat-ksa.com
3677 Riyadh 7335-12836, Social —— @ Khubrat Altameer Co.
Saudi Arabia ® Khubrat.ksa
Landline +966 11 4052220



